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(57) ABSTRACT

A solar cell module in the present invention includes: a
wiring member electrically connecting solar cell elements to
each other; and a structure in which a solder bonding portion
is formed by bonding a collecting electrode, which is
provided on a light receiving surface of the solar cell
element, extends in a first direction parallel to the wiring
member, and has a width smaller than that of the wiring
member in a cross section vertical to the first direction, and
the wiring member together by melting solder, a cross-
sectional shape of the solder bonding portion vertical to the
first direction has a shape that gradually narrows toward the
collecting electrode from a lower surface of the wiring
member, and a side surface of the solder bonding portion and
a side surface of the wiring member are covered with a
thermosetting resin.
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1
SOLAR CELL MODULE AND
MANUFACTURING METHOD THEREOF

FIELD

The present invention relates to a solar cell module and a
manufacturing method thereof and, particularly, to a solar
cell module that is configured such that a plurality of solar
cell elements are electrically connected by connecting elec-
trodes provided in the solar cell elements to each other via
wiring members.

BACKGROUND

Typical solar cell elements each include a light receiving
surface that receives solar light and a back surface that does
not receive solar light and are such that collecting electrodes
(bus electrodes) for bonding to wiring members (tabs) and
back surface electrodes are formed on the front and back
sides. In a solar cell module, the wiring members alterna-
tively connect the collecting electrodes formed on the light
receiving surface of one solar cell element and the back
surface electrodes formed on the back surface of another
solar cell element adjacent to the solar cell element. For
example, a good conductor, such as copper, is used for the
wiring members.

A solar cell element includes a photoelectric conversion
unit that performs photoelectric conversion on a semicon-
ductor substrate, such as silicon, thin wire electrodes (grid
electrodes) that collect photogenerated carriers generated in
the photoelectric conversion unit, and collecting electrodes
to be bonded to the wiring members to transfer the collected
photogenerated carriers from the thin wire electrodes to the
wiring members.

The collecting electrodes are electrodes for bonding the
wiring members. A plurality of collecting electrodes are
formed on the solar cell element such that they intersect with
the thin electrodes. Both the collecting electrodes and the
thin electrodes are formed by firing a conductive paste. The
conductive paste, for example, contains glass or resin as a
binder and particles of a highly conductive material, such as
silver (Ag), as a filler.

For example, Patent Literature 1 discloses a solar cell
module that is configured by bonding the wiring members
made of, for example, copper, and the collecting electrodes
formed of a conductive paste containing silver particles as
described above together with solder.

An objective of the solar cell module described in Patent
Literature 1 is to improve adhesion between the solar cells,
in which a resin curing type conductive paste is used for the
collecting electrodes, and the wiring members. The collect-
ing electrodes are formed by firing a conductive paste in
which a thermosetting resin composition and conductive
powder are mixed. The thermosetting resin contains a resin
whose glass transition point of 70% or more in volume
percent is equal to or higher than 80° C. and equal to or
lower than 200° C. The solar cell module is configured such
that the wiring members coated with lead-free solder are
soldered to the collecting electrodes.

Moreover, as another example, for example, Patent Lit-
erature 2 discloses a solar cell module that has an objective
of suppressing the damage done to the solar cell elements
due to flux by preventing contamination of the manufactur-
ing facility caused by flux used when soldering the collect-
ing electrodes of the solar cell elements and the wiring
members together.
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In the solar cell module described in Patent Literature 2,
the collecting electrodes are configured to include projecting
portions, which extend in a direction substantially parallel to
the longitudinal direction of the electrodes, on the surface to
which the connection tabs are connected, thereby suppress-
ing the damage due to flux while using flux.

For typical solar cell modules, for example, tin (Sn)-based
solder, such as Sn-3Ag-0.5Cu and Sn—Clu, is used. With the
method of bonding with solder, in order to remove oxide and
the like formed on each surface of the collecting electrodes
and the wiring members, it is necessary to apply flux on the
solder bonding portion of at least one of the surfaces of the
collecting electrodes and the surfaces of the wiring mem-
bers. When the wiring members and the collecting elec-
trodes being pressed against each other are heated, oxide
films on the surfaces of the collecting electrodes and the
surfaces of the wiring members are removed by the reduc-
tion action of flux, thereby realizing bonding with solder.

Moreover, in contrast to the patent literatures described
above, for example, Patent Literature 3 discloses a manu-
facturing method of a solar cell module in which the wiring
members and the collecting electrodes are bonded together
with resin adhesive.

In the manufacturing method of a solar cell module
described in Patent Literature 3, in order to provide a
manufacturing method of a solar cell module that can reduce
the manufacturing time, after temporarily adhering the wir-
ing members to the light receiving surface and the back
surface of each of a plurality of solar cell elements at a
temperature lower than the curing temperature of the resin
adhesive, the solar cell elements are collectively subjected to
thermocompression bonding at a temperature equal to or
higher than the curing temperature of the resin adhesive.

In Patent Literature 3, thermosetting resin adhesive con-
taining Ni balls coated with nickel (Ni), gold (Au), or the
like or conductive particles obtained by coating plastic balls
with Au or the like is arranged on the collecting electrodes
and the arranged thermosetting resin adhesive is cured by
heating the thermosetting resin adhesive in a state where the
wiring members are pressed against the collecting elec-
trodes, thereby realizing connection of the wiring members
and the collecting electrodes. In this case, the physical
connection between the wiring members and the collecting
electrodes is realized by using the thermosetting resin adhe-
sive and the electrical connection between the wiring mem-
bers and the collecting electrodes is performed by coming
into contact with the contained conductive particles. A
strip-like film mainly made of an epoxy resin is used for the
thermosetting resin adhesive.

CITATION LIST
Patent Literature

Patent Literature 1: Japanese Patent Application Laid-
open No. 2005-217148

Patent Literature 2: Japanese Patent Application Laid-
open No. 2009-272406

Patent Literature 3: W02009/011209

SUMMARY
Technical Problem
As described above, the solar cell modules described in

Patent Literature 1 and Patent Literature 2 are configured by
bonding the wiring members containing copper and the
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collecting electrodes containing a conductive paste contain-
ing silver particles together with solder. Therefore, the
problem with the method of bonding with solder is that the
collecting electrodes are separated from the solar cell ele-
ments due to the thermal stress generated by a large differ-
ence in thermal expansion between the wiring members
made of good conductive metal, such as copper, and the
solar cell elements made of semiconductor, such as silicon.

Furthermore, as described in Patent Literature 2, flux
required in the solder bonding portions spreads to portions
other than the electrodes on the surfaces of the solar cell
elements and contaminates the manufacturing apparatus,
thereby, for example, damaging the solar cell elements.
Therefore, flux is a factor in reducing yield. Moreover,
because it is necessary to frequently clean the contaminated
manufacturing apparatus, there is a problem in the reduction
of productivity.

Moreover, in the manufacturing method of the solar cell
module described in Patent Literature 3, the wiring members
and the collecting electrodes are bonded together with the
resin adhesive. With the method of using the thermosetting
resin in this manner, the electrical connection between the
wiring members and the collecting electrodes is established
by the contact of conductive particles. Therefore, the elec-
trical resistance between the wiring members and the col-
lecting electrodes is as large as about 10 times the case
where the wiring members and the collecting electrodes are
bonded together with solder and thus there is a problem in
that desired characteristics cannot be obtained.

Moreover, because the bonding force between the wiring
members and the collecting electrodes when the resin adhe-
sive is used is as small as about /10 of the case where solder
is used, there is a problem in that the bonding reliability
decreases.

Furthermore, the paste containing silver (Ag) particles
used as a material of the collecting electrodes formed on the
light receiving surfaces of the solar cell elements is
extremely expensive, and, as described in, for example,
Patent Literatures 1 and 3, in order to form generally used
collecting electrodes with a width of 1 to 2 mm by setting the
width of the collecting electrodes to be equal to or larger
than that of the wiring members, a large amount of Ag is
required; therefore, there is a problem in that the manufac-
turing cost increases.

The present invention has been achieved to solve the
above problems and an object of the present invention is to
provide a solar cell module that prevents separation of the
collecting electrodes by bonding the collecting electrodes
and the solar cell elements together with sufficient mechani-
cal strength even when a conductive paste required for
forming the collecting electrodes is reduced and that
improves the bonding reliability between the wiring mem-
bers and the collecting electrodes and to provide a manu-
facturing method thereof.

Solution to Problem

In order to solve the above problems and achieve the
object, a solar cell module according to the present invention
includes: a wiring member that electrically connects a
plurality of solar cell elements to each other; and a structure
that includes a solder bonding portion formed by bonding a
collecting electrode of the solar cell element, which is
provided on a light receiving surface of the solar cell
element, extends in a first direction parallel to the wiring
member, and has a width smaller than that of the wiring
member in a cross section vertical to the first direction, and
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the whole lower surface of the wiring member together with
molten solder, and in which the solder bonding portion has
a shape that gradually narrows toward the collecting elec-
trode and a side surface of the solder bonding portion is
covered with a thermosetting resin.

Moreover, in a manufacturing method of a solar cell
module according to the present invention, a manufacturing
method of a solar cell module in which a plurality of solar
cell elements are electrically connected to each other by a
wiring member, includes: a first step of arranging a thermo-
setting resin composition on a collecting electrode, which is
formed on a light receiving surface of the solar cell element
so as to extend in a first direction parallel to the light
receiving surface; a second step of, while heating to a
temperature that is equal to or higher than a softening
temperature of the thermosetting resin composition and is
lower than a curing start temperature of the thermosetting
resin composition, bringing the collecting electrode and the
wiring member into contact with each other by pressing the
wiring member, which is covered with solder and has a
width larger than that of the collecting electrode in a cross
section vertical to the first direction, toward the collecting
electrode from above the thermosetting resin composition
arranged in the first step, and moving the thermosetting resin
composition to a lateral side of the collecting electrode; and
a third step of, while heating the collecting electrode and the
wiring member that are brought into contact with each other
in the second step and the thermosetting resin composition
that is moved in the second step to a temperature that is equal
to or higher than a curing start temperature of the thermo-
setting resin composition and is equal to or higher than a
melting point of the solder, forming a solder bonding portion
by bonding the collecting electrode and the wiring member
with molten solder such that the solder bonding portion is
formed to have a shape that gradually narrows toward the
collecting electrode, and covering a side surface of the
solder bonding portion with a thermosetting resin.

Advantageous Effects of Invention

According to a solar cell module and a manufacturing
method thereof in the present invention, it is possible to
obtain a solar cell module that can reduce the material for
forming the collecting electrodes and improves the bonding
reliability between the wiring members and the collecting
electrodes by suppressing separation of the collecting elec-
trodes from the solar cell elements and to obtain a manu-
facturing method thereof.

BRIEF DESCRIPTION OF DRAWINGS

FIG. 1 is a cross-sectional view illustrating the structure
of a solar cell module in a first embodiment of the present
invention.

FIG. 2 is a perspective view illustrating a solar cell string
in the first embodiment of the present invention.

FIG. 3 is a plan view illustrating the structure of the solar
cell string in the first embodiment of the present invention.

FIG. 4-1 is a cross-sectional view illustrating the bonding
structure of the solar cell string in the first embodiment of
the present invention.

FIG. 4-2 is a cross-sectional view illustrating the bonding
structure of the solar cell string in the first embodiment of
the present invention.

FIG. 5-1 is a cross-sectional view illustrating a manufac-
turing method of the solar cell module in the first embodi-
ment of the present invention.
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FIG. 5-2 is a cross-sectional view illustrating the manu-
facturing method of the solar cell module in the first embodi-
ment of the present invention.

FIG. 5-3 is a cross-sectional view illustrating the manu-
facturing method of the solar cell module in the first embodi-
ment of the present invention.

FIG. 5-4 is a cross-sectional view illustrating the manu-
facturing method of the solar cell module in the first embodi-
ment of the present invention.

FIG. 6 is a cross-sectional view illustrating the bonding
structure of a solar cell string in a second embodiment of the
present invention.

FIG. 7 is a cross-sectional view illustrating a manufac-
turing method of a solar cell module in the second embodi-
ment of the present invention.

FIG. 8 is a cross-sectional view illustrating the bonding
structure of a solar cell string in a third embodiment of the
present invention.

FIG. 9-1 is a plan view illustrating the structure of a solar
cell string in a fourth embodiment of the present invention.

FIG. 9-2 is a plan view illustrating the structure of the
solar cell string in the fourth embodiment of the present
invention.

FIG. 10 is a cross-sectional view illustrating the bonding
structure of the solar cell string in the fourth embodiment of
the present invention.

DESCRIPTION OF EMBODIMENTS

Exemplary embodiments according to the present inven-
tion will be explained below in detail with reference to the
drawings. When a number, amount, or the like is referred to
in the embodiments described below, the scope of the
present invention is not necessarily limited to the number,
amount, or the like that is referred to, unless otherwise
specified. Moreover, the same reference numerals are given
to the same or equivalent components and an overlapping
explanation may not be repeated.

First Embodiment
Configuration of Solar Cell Module

FIG. 1 is a cross-sectional view illustrating the structure
of a solar cell module 100 in a first embodiment for
embodying the present invention. As illustrated in FIG. 1,
the solar cell module 100 includes a solar cell string 10, in
which a plurality of solar cell elements 1 are connected to
each other by using wiring members 2, a light-receiving-
surface protective member 11, a back-surface protective
member 12, and a sealing member 13.

The solar cell string 10 is sealed between the light-
receiving-surface protective member 11 arranged on the
front surface side of the solar cell module 100 (a light
receiving surface 1a side of the solar cell elements 1) and the
back-surface protective member 12 arranged on the opposite
side (a back surface 15 side of the solar cell elements 1) of
the light receiving surface 1la together with the sealing
member 13. In the solar cell module 100, light enters from
the side of the light-receiving-surface protective member 11.
As a material of the wiring members 2, for example, a good
conductor, such as copper, coated with solder on its surface
is used.

The light-receiving-surface protective member 11 is made
of a material having translucency, is arranged on the light
receiving surface la side of the solar cell elements 1
configuring the solar cell string 10, and protects the light
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receiving surface 1a side of the solar cell elements 1. As a
material of the light-receiving-surface protective member
11, for example, glass or translucent plastic is used.

The back-surface protective member 12 is arranged on the
surface (the back surface 15), which is on the opposite side
of the light receiving surface 1a of the solar cell elements 1
configuring the solar cell string 10, and protects the back
surface 15 side of the solar cell elements 1. As a material of
the back-surface protective member 12, for example, a
transparent film, such as PET (Polyethylene Terephthalate),
or a laminated film in which aluminum foil is Sandwiched
is used.

The sealing member 13 is arranged between the solar cell
string 10 and the light-receiving-surface protective member
11 and between the solar cell string 10 and the back-surface
protective member 12. As a material of the sealing member
13, for example, a resin having translucency, such as EVA
(Ethylene Vinyl Acetate Copolymer), silicone, and urethane,
is used.

Moreover, as illustrated in FIG. 1, the solar cell string 10
includes a plurality of the solar cell elements 1 arranged in
a predetermined arrangement direction and the wiring mem-
bers 2. The solar cell elements 1 are spaced at predetermined
intervals in the predetermined arrangement direction. In
FIG. 1, although two solar cell elements 1 of the solar cell
string 10 are illustrated, the number of the electrically
connected solar cell elements 1 is not limited to this and the
solar cell string 10 can be configured by including a larger
number of the solar cell elements 1.

FIG. 2 is a perspective view of the solar cell string 10 in
which a plurality of the solar cell elements 1 are connected
to each other by using the wiring members 2. As illustrated
in FIG. 2, the solar cell elements 1 each include a photo-
electric conversion unit formed on the light receiving sur-
face 1a, thin wire electrodes (grid electrodes) 3 that collect
photogenerated carriers from the photoelectric conversion
unit, and collecting electrodes (bus electrodes) 4 that collect
photogenerated carriers from the thin wire electrodes 3 and
are bonded to the wiring members 2.

The solar cell string 10 is such that the collecting elec-
trodes 4 formed on the light receiving surface 1a and back
surface electrodes 5 formed on the back surface 15 of an
adjacent solar cell element 1 are alternately connected
electrically in series by the wiring members 2 as illustrated
in FIG. 1 and FIG. 2. The electrode width of the wiring
members 2 is set to, for example, 1 to 2 mm.

As illustrated in FIG. 2, in order to efficiently collect
photogenerated carriers, for example, tens of the thin wire
electrodes 3 are formed at equal intervals over the whole
area in the surface of each of the solar cell elements 1. The
electrode width of the thin wire electrodes 3 is set as small
as tens of um so as to increase the photoelectric conversion
unit region.

The collecting electrodes 4 are electrodes for bonding the
wiring members 2 and are formed to intersect with the thin
wire electrodes 3. A plurality of the collecting electrodes 4,
for example, two to four collecting electrodes 4, are formed
on each of the solar cell elements 1. The electrode width of
the collecting electrodes 4 is set to, for example, less than 1
mm. The thin wire electrodes 3 and the collecting electrodes
4 are each connected to the photoelectric conversion unit in
the bottom surface portion and fixed to the light receiving
surface.

The thin wire electrodes 3 and the collecting electrodes 4
are both formed by firing a conductive paste. The conductive
paste, for example, contains glass or resin as a binder and
particles of a highly conductive material, such as silver (Ag),
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as a filler. Alternatively, the collecting electrodes 4 may be
formed by using a deposition method using a dry process,
such as sputtering and vapor deposition, or a deposition
method using a wet process, such as plating.

The photoelectric conversion unit of each of the solar cell
elements 1 is, for example, configured as follows by using
a p-type silicon with a thickness of 100 to 200 um as a
substrate. On the light receiving surface 1a side of the p-type
silicon substrate, an n-type impurity layer (impurity diffu-
sion region: not shown) is formed by phosphorus diffusion
and moreover, an anti-reflective film including a silicon
nitride film is provided by a surface treatment for improving
the conversion efficiency by preventing reflection of incident
light. Therefore, the first surface of the solar cell element 1,
ie., the light receiving surface 1la, is the photoelectric
conversion unit (photoelectric conversion unit region).

Moreover, a p+ impurity layer containing a high-concen-
tration impurity is formed on the second surface of the
p-type silicon substrate (hereinafter, simply substrate), i.e.,
the back surface 15. Moreover, as illustrated in FIG. 1, the
back surface electrodes 5 are provided on the second surface
in order to reflect incident light and draw power. In the above
description, p-type silicon is used as a substrate; however, it
is obvious that even if n-type silicon is used as a substrate,
the present invention can be applied by changing the con-
ductivity type of the impurity layer or the like.

FIG. 3 is a plan view illustrating the structure of the solar
cell string 10. For the convenience of the drawings, only one
solar cell element 1 is illustrated. As illustrated in FIG. 3, the
thin wire electrodes 3 and the collecting electrodes 4 are
arranged on the light receiving surface 1a of the solar cell
element 1. On the collecting electrodes 4, the wiring mem-
bers 2 are further arranged such that the wiring members 2
cover the collecting electrodes 4. In FIG. 3, the collecting
electrodes 4 are illustrated by dotted lines at positions
overlapping with the wiring members 2.

As illustrated in FIG. 3, the collecting electrodes 4 are
provided so as to intersect with the thin wire electrodes 3 and
the wiring members 2 are arranged on the collecting elec-
trodes 4 by solder bonding. Accordingly, the photogenerated
carriers generated in the photoelectric conversion unit are
collected in the thin wire electrodes 3, the photogenerated
carriers collected in the thin wire electrodes 3 are further
collected in the collecting electrodes 4, and the photogene-
rated carriers collected in the collecting electrodes 4 are
transferred to the wiring members 2 that are bonded with
solder.

FIG. 4-1 and FIG. 4-2 are cross-sectional views illustrat-
ing the bonding structure of the solar cell string 10. FIG. 4-1
is a cross-sectional view of the solar cell element 1 illus-
trated in FIG. 3 taken along line A-A and FIG. 4-2 is a
cross-sectional view of the solar cell element 1 illustrated in
FIG. 3 taken along line B-B. As illustrated in FIG. 3, a
plurality of the collecting electrodes 4 and a plurality of the
thin wire electrodes 3 are formed on the light receiving
surface 1a of the solar cell element 1; however, the cross
section in the case where the number of the collecting
electrodes 4 is one is illustrated in FIG. 4-1 and FIG. 4-2.

FIG. 4-1 is a cross-sectional view between a connecting
portion, in which the collecting electrode 4 intersects with
the thin wire electrode 3, and an adjacent connecting por-
tion. The cutting plane is located between one connecting
portion and an adjacent other connecting portion; therefore,
as is apparent from FIG. 4-1, although the cross section of
the collecting electrode 4 is illustrated, the cross section of
the thin wire electrode 3 is not illustrated. As illustrated in
FIG. 4-1, on the light receiving surface 1a of the solar cell
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element 1, the collecting electrode 4 is arranged so as to
extend in a direction (first direction) that is vertical to the
paper surface and is parallel to the light receiving surface 1a.

The whole lower surface of the wiring member 2 and the
collecting electrode 4 are bonded together with molten
solder, thereby forming a solder bonding portion 6. The
solder bonding portion 6 has a cross-sectional shape that
gradually narrows toward the collecting electrode 4 from the
lower surface of the wiring member 2 and spreads also to the
side surfaces of the collecting electrode 4. Because the shape
of the solder bonding portion 6 does not have an inflection
point, stress is not concentrated at any portion; therefore,
solder bonding with high reliability can be realized. More-
over, because the side surfaces of the solder bonding portion
6 are covered with a thermosetting resin 7, the solder
bonding portion 6 is reinforced; therefore, the bonding
reliability of the solder bonding portion 6 can be further
increased.

In the cross section (cross section vertical to the first
direction) illustrated in FIG. 4-1, the collecting electrode 4
is smaller in width than the wiring member 2. In other
words, the width of the wiring member 2 is larger than the
width of the collecting electrode 4 in the cross section
vertical to the direction in which the wiring member 2 and
the collecting electrode 4 extend. In the present embodi-
ment, for example, when the width of the wiring members
2 is 1 to 2 mm, and preferably 1.2 to 1.5 mm, the width of
the collecting electrodes 4 is set to 0.1 to 0.8 mm, and
preferably 0.4 to 0.6 mm.

Moreover, although solder coating around the wiring
member 2 is used, it is satisfactory if at least the lower
surface of the wiring member 2 is coated with solder.

For the material of the thermosetting resin 7, a thermo-
setting epoxy resin composition that, for example, contains
an organic acid or uses an organic acid as a curing agent is
used. For the solder 6, Pb-free solder, such as Sn-3Ag-0.5Cu
(melting point of 220° C.), Sn-3.5Ag (melting point of 221°
C.), Sn-0.7Cu (melting point of 230° C.), and Sn-8.8Zn
(melting point of 199° C.), or low melting point Pb-free
solder, such as Sn—Bi and Sn—Bi—Ag (melting point of
138° C.) may be used. Alternatively, solder containing Pb,
such as Pb—Sn (melting point of 183° C.) may be used.

FIG. 4-2 is a cross-sectional view of a connecting portion
in which the collecting electrode 4 intersects with the thin
wire electrode 3. The cutting plane is located at the con-
necting portion; therefore, as is apparent from FIG. 4-2, the
cross section of the thin wire electrode 3 is illustrated
together with the cross section of the collecting electrode 4.
As illustrated in FIG. 4-2, on the light receiving surface 1a
of the solar cell element 1, the thin wire electrode 3 is
arranged so as to extend in a direction (second direction) that
intersects with the direction (first direction) vertical to the
paper surface and is parallel to the light receiving surface 1a,
and the thin wire electrode 3 is connected to the collecting
electrode 4.

On the connecting portion in which the collecting elec-
trode 4 and the thin wire electrode 3 intersect with each
other, the wiring member 2 is arranged such that the solder
bonding portion 6 is formed by bonding to the collecting
electrode 4 and the thin wire electrode 3 with molten solder.
In other words, the collecting electrode 4 and the thin wire
electrode 3 of the solar cell element 1 and the wiring
member 2 are bonded together with solder. In FIG. 4-2, for
the sake of convenience, the position corresponding to the
boundary between the collecting electrode 4 and the thin
wire electrode 3 is indicated by dotted lines; however, in
reality, there is no explicit boundary.
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Furthermore, at least the side surfaces of the wiring
member 2 and part of the upper surface of the thin wire
electrode 3 are covered with the thermosetting resin 7 and
the thermosetting resin 7 melts solder and bonds both the
side surfaces of the wiring member 2 and the upper surface
of the thin wire electrode 3 together. In this manner, the
solder bonding portion 6 bonding the wiring member 2 and
the thin wire electrode 3 is reinforced with the thermosetting
resin 7, thereby improving the bonding reliability of the
solder bonding portion 6 bonding the wiring member 2 and
the thin wire electrode 3 and the collecting electrode 4.

In the present embodiment, as illustrated in the cross
section in FIG. 1, the back surface electrodes 5 are provided
on the back surface 15 side of each of the solar cell elements
1. The back surface electrodes 5 are provided at positions
(positions overlapping with the wiring members 2 in the
thickness direction of the solar cell elements 1) correspond-
ing to the wiring members 2 on the side of the light receiving
surface 1a, which is the first surface. In this embodiment, the
back surface electrodes 5 are formed in an island-like
manner between the thermosetting resins 7 and are bonded
to the wiring members 2 by the method similar to that used
for the collecting electrodes 4 on the light receiving surface
1a, which is the first surface.

The back surface electrodes 5 may be formed in an
island-like manner as described above or may be formed
linearly in the longitudinal direction of the solar cell ele-
ments 1, which is the same as the direction of the wiring
members 2.

Moreover, as another method of bonding the back surface
electrodes 5 and the wiring members 2, thermosetting adhe-
sive containing conductive particles may be used. Because
the back surface electrodes 5 are formed on the back surface
15 side on the opposite side of the light receiving surface 1la
side, the electrode size can be increased. Therefore, even if
thermosetting adhesive containing conductive particles is
used, the connection resistance can be reduced. Moreover,
the back surface electrodes 5 and the wiring members 2 may
be bonded together with solder using flux as in the case of
typical solder bonding.

In the present embodiment, the solar cell module 100
includes the solar cell string 10 formed by connecting the
solar cell elements 1, the protective members 11 and 12, and
the sealing member 13; however, the solar cell module 100
is not limited thereto and a module that does not include the
protective members 11 and 12 and the sealing member 13 is
also included as the solar cell module 100.

Moreover, the solar cell elements 1 in the present embodi-
ment have a substantially flat plate shape; however, the solar
cell elements 1 are not limited to having a flat plate shape
and, for example, the solar cell elements 1 may have a
flexible sheet shape, a cubic shape, or the like and any shape
can be applied as long as the solar cell elements 1 are such
that the wiring members 2 are bonded to the collecting
electrodes 4 formed on the light receiving surface 1a. In the
present embodiment, the solar cell string 10, in which the
solar cell elements 1 are connected by the wiring members
2, is illustrated; however, the present invention is also
applicable to the case where the number of the solar cell
elements 1 is one.

Furthermore, the collecting electrodes 4 in the present
embodiment are formed parallel to each other on the light
receiving surface 1la; however, the collecting electrodes 4
may not be parallel to each other and the present invention
is applicable as long as the solar cell elements 1 are such that
one or more collecting electrodes 4 are formed on the light
receiving surface 1a.
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(Manufacturing Method of Solar Cell Module)

Next, the manufacturing method of the solar cell module
100 according to the present embodiment will be explained.
FIG. 5-1 to FIG. 5-4 are cross-sectional views particularly
for explaining in detail a method of bonding the solar cell
element 1 and the wiring member 2 in the manufacturing
method of the solar cell module 100 in the present embodi-
ment.

FIG. 5-1 illustrates the initial state in the method of
bonding the solar cell element 1 and the wiring member 2.
A silver paste is applied to the light receiving surface 1a of
the solar cell element 1 by using, for example, a screen
printing method or a pressure printing method and the paste
is fired at a high temperature of about 800° C. after drying,
whereby the collecting electrodes 4 and the thin wire elec-
trodes 3 (not illustrated in FIG. 5-1 to FIG. 5-4, although
they are illustrated in FIG. 2 and FIG. 3) are formed. A
plurality of the collecting electrodes 4 and a plurality of the
thin wire electrodes 3 are formed on the light receiving
surface 1a of the solar cell element 1; however, in FIG. 5-1
to FIG. 5-4, a cross section of one collecting electrode 4 is
illustrated. The collecting electrode 4 is arranged so as to
extend in a direction (first direction) that is vertical to the
paper surface and is parallel to the light receiving surface 1a.

Next, as illustrated in FIG. 5-2, the paste-like thermoset-
ting resin 7 before being cured (a thermosetting resin
composition 7a) is arranged on the collecting electrode 4, for
example, by a transfer or an ink jet method. For the
thermosetting (epoxy) resin composition 7a, a curing agent
that contains an epoxy resin and an organic acid or a
composition that uses an organic acid as a curing agent is
used. The organic acid contains a phenol curing agent and/or
an acid anhydride curing agent and/or a carboxylic acid
curing agent. In the thermosetting (epoxy) resin composition
7a that contains an organic acid or uses an organic acid as
a curing agent, the resin composition itself exhibits flux
activity (reduction of solder oxide films); therefore, it is not
necessary to apply flux to the soldering portion. Thus,
excellent solder bonding can be performed without using
flux.

Next, as illustrated in FIG. 5-3, in the cross section
vertical to the first direction, the mounting position of the
wiring member 2, which is wider than the collecting elec-
trode 4, is adjusted. The wiring member 2 is positioned
immediately above the collecting electrode 4. For the wiring
member 2, for example, a copper wire, which is a good
conductor, coated (covered) with solder 6 is used.

FIG. 5-4 is a cross-sectional view illustrating a state after
the wiring member 2 is pressed against the collecting
electrode 4 and heating is performed under the conditions in
two stages.

First, in the heating of the first stage, the thermosetting
resin composition 7a is heated to a temperature (about 100°
C.) at which the thermosetting resin composition 7a is
softened and the wiring member 2 is pressurized in a
direction in which the collecting electrode 4 is located to be
pressed against the collecting electrode 4.

The viscosity of the thermosetting resin composition 7a
becomes the lowest at a low temperature of about 100° C.
Therefore, the thermosetting resin composition 7a can be
easily exuded from the surface of the collecting electrode 4
with a small load and moves to the lateral sides of the
collecting electrode 4, enabling the wiring member 2 and the
collecting electrode 4 to come into contact with each other.

Next, in the heating of the second stage, heating is
performed such that the temperature of at least the thermo-
setting resin composition 7a and the solder coating the
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wiring member 2 becomes equal to or higher than the curing
start temperature of the thermosetting resin composition 7a
and equal to or higher than the solder melting point (150 to
250° C.). In the process of curing the thermosetting resin
composition 7a, the oxide film on the surface of the solder
6 provided on the surface of the wiring member 2 and the
oxide film on the surface of the collecting electrode 4 are
reduced and removed by the organic acid contained in the
thermosetting resin composition 7a, and the wiring member
2 and the collecting electrode 4 are bonded together with the
molted solder, thereby forming the solder bonding portion 6.
At this point, the solder also spreads to the side surfaces of
the collecting electrode 4 due to the action of the organic
acid as flux and the wettability of the solder 6. The solder
bonding portion 6 has a cross-sectional shape that gradually
narrows toward the collecting electrode 4 from the lower
surface of the wiring member 2. The thermosetting resin
composition 7a exuded to the side surfaces of the solder
bonding portion 6 is further heated and is cured on the side
surfaces of the solder bonding portion 6 to become the
thermosetting resin 7.

If alamp is used as a method of heating solder in FIG. 5-4
in the present embodiment, solder can be heated without
coming into contact with the wiring member 2; therefore,
solder does not adhere to the heating tool even if the wiring
member 2 is coated with solder. Thus, the wiring member 2
and the collecting electrode 4 can be bonded together with
solder with higher productivity.

In order to surely advance the cure of the thermosetting
resin composition 74 in a shorter time, in a state of being
heated to the temperature that is equal to or higher than the
curing start temperature of the thermosetting resin compo-
sition 7a and is equal to or higher than the solder melting
point (150 to 250° C.), baking may be performed by
continuing heating, for example, for 2 minutes to 1 hour.

It is also possible to complete solder bonding and curing
of the thermosetting resin 7 by appropriately selecting the
materials of the solder 6 and the thermosetting resin 7. The
heating temperature is appropriately set in accordance with
the melting point of the solder 6 to be applied and the
material of the thermosetting resin 7 to be used. Moreover,
in the present embodiment, the paste-like thermosetting
epoxy resin composition 7a is used; however, a film in a
semi-cured state (stage B) may be used.

Then, the collecting electrodes 4 formed on the light
receiving surface 1a of one solar cell element 1 and the back
surface electrodes 5 formed on the back surface 15 of
another solar cell element 1 are electrically connected by
using the wiring members 2. Such a connection is repeated,
whereby the solar cell string 10, in which a plurality of the
solar cell elements 1 are electrically connected to each other,
is formed.

Thereafter, the solar cell string 10 is sealed in the sealing
member 13, which is sandwiched between the light-receiv-
ing-surface protective member 11 and the back-surface
protective member 12. By performing the above processes,
the solar cell module 100 according to the first embodiment
is obtained.

(Effectiveness)

In the solar cell module 100 according to the present
embodiment, because there is no inflection point in the
cross-sectional shape of the solder bonding portions 6 bond-
ing the wiring members 2 and the collecting electrodes 4,
stress concentration does not occur and thus the reliability of
solder bonding can be improved. Moreover, the mechanical
strength of the solder bonding portions 6 can be further
improved by reinforcing the side surfaces of the solder
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bonding portions 6 with the thermosetting resin 7. Thus, an
effect is obtained where the bondability between the wiring
members 2 and the collecting electrodes 4 is further
improved.

Accordingly, it is possible to obtain a solar cell module
that improves the bonding reliability between the wiring
members 2 and the collecting electrodes 4 by preventing
separation of the collecting electrodes 4 even if the width of
the collecting electrodes 4 is reduced, and to obtain a
manufacturing method thereof.

Moreover, the electrical resistance of the bonding portions
can be reduced by bonding the collecting electrodes 4 and
the wiring members 2 with the solder 6.

Moreover, because the collecting electrodes 4 have a
width smaller than that of the wiring members 2, it is
possible to reduce the usage of a conductive paste, such as
silver, necessary for forming the collecting electrodes 4. As
a result, the cost of the solar cell module 100 can be reduced.
In other words, it is possible to achieve both reduction of the
cost by reducing the conductive paste and a highly reliable
electrical connection of the wiring members 2 and the solar
cell elements 1.

Furthermore, because the solder 6 also covers the side
surfaces of the collecting electrodes 4, the electrical resis-
tance of the bonding portions bonding the collecting elec-
trodes 4 and the wiring members 2 can be further reduced.

Moreover, because the wiring members 2 include copper
and the collecting electrodes 4 include silver, a highly
efficient solar cell module with low electrical resistance can
be obtained.

Moreover, in the thermosetting (epoxy) resin composition
7a that contains an organic acid or uses an organic acid as
a curing agent, the resin composition itself exhibits flux
activity (reduction of solder oxide films); therefore, the
oxide films on the surfaces of the solder 6 provided on the
surfaces of the wiring members 2 and the oxide films on the
surfaces of the collecting electrodes 4 are reduced without
using flux. Thus, it is possible to perform excellent solder
bonding of the wiring members 2 and the collecting elec-
trodes 4. Accordingly, it is possible to reduce failures due to
contamination of a manufacturing apparatus that occurs
when flux is used and prevent reduction in productivity due
to cleaning of a manufacturing apparatus. Furthermore, a
concern that residue of the flux remains on the light receiv-
ing surface 1a and residual ions cause degradation of the
characteristics can be reduced.

Furthermore, in the manufacturing method of the solar
cell module in the present embodiment, after the wiring
members 2 and the collecting electrodes 4 are bonded
together with the solder 6, baking is further performed at a
temperature higher than the curing start temperature of the
thermosetting resin 7; therefore, the thermosetting resin
composition 7a can be cured more reliably. Accordingly, it
is possible to increase the bonding strength between the
collecting electrodes 4 and the solar cell elements 1; there-
fore, it can be ensured that separation of the collecting
electrodes 4 is prevented.

Second Embodiment
Configuration of Solar Cell Module

FIG. 6 is a cross-sectional view illustrating the bonding
structure of a solar cell string 20, which includes the solar
cell elements 1 and the wiring members 2, in a solar cell
module 200 in a second embodiment for embodying the
present invention. Moreover, in a similar manner to FIG.
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4-1, FIG. 6 is a cross-sectional view between a connecting
portion, in which the collecting electrode 4 intersects with
the thin wire electrode, and an adjacent connecting portion.
In FIG. 6 also, on the light receiving surface 1a of the solar
cell element 1, the collecting electrode 4 is arranged so as to
extend in a direction (first direction) that is vertical to the
paper surface and is parallel to the light receiving surface 1a.

In the first embodiment, as illustrated in FIG. 4-1 and FIG.
4-2, a case is illustrated where the bonding reliability of the
solder bonding portion 6 is improved by covering the side
surfaces of the solder bonding portion 6 bonding the wiring
member 2 and the collecting electrode 4 with the thermo-
setting resin 7; however, in the second embodiment, as
illustrated in FIG. 6, a thermosetting resin 70 is also fixed to
the side surfaces of the wiring member 2 via the solder 6
covering the wiring member 2 and covers the side surfaces
of the collecting electrode 4 so as to connect the side
surfaces of the wiring member 2 covered with the solder 6
and the light receiving surface 1a.

Configurations other than those described above are sub-
stantially the same as the configurations in the first embodi-
ment described above; therefore, the same or corresponding
components are denoted by the same reference numerals and
an explanation thereof is not repeated.

(Manufacturing Method of Solar Cell Module)

FIG. 7 is a cross-sectional view explaining a manufac-
turing method of the solar cell module 200 in the second
embodiment and illustrates a cross section of the bonding
structure of the solar cell string 20. In the first embodiment
described above, as illustrated in F1G. 5-2, the thermosetting
resin 7, which contains a paste-like organic acid or uses an
organic acid as a curing agent, before being cured (the
thermosetting resin composition 7a) is arranged such that
the thermosetting resin 7 does not protrude from the col-
lecting electrode 4. In the second embodiment, as illustrated
in FIG. 7, a thermosetting resin composition 70a is arranged
such that it protrudes from the collecting electrode 4 and
covers part of the light receiving surface 1a.

Accordingly, when the wiring member 2 is pressed
against the collecting electrode 4 and is heated, the thermo-
setting resin composition 70a creeps up the side surfaces of
the wiring member 2 due to the wettability of the thermo-
setting resin composition 70a and covers the side surfaces of
the wiring member 2. Therefore, as illustrated in FIG. 6, the
thermosetting resin 70 is fixed not only to the bottom surface
of the wiring member 2 but also to the side surfaces of the
wiring member 2 via the solder and is thereby connected to
the light receiving surface la.

As described above, the larger the amount of the thermo-
setting resin composition 70a covering the side surfaces of
the collecting electrode 4 is, the further the bonding reli-
ability of the wiring member 2 is improved because the
thermosetting resin 70 is adhered also to the side surfaces of
the wiring member 2 and the solar cell element 1. In
contrast, in order to reduce the effect of blocking sunlight
entering the light receiving surface 1a as much as possible,
in terms of the amount of protrusion of the thermosetting
resin composition 70q, it is preferable to arrange the ther-
mosetting resin composition 70a such that it does not
protrude from the wiring member 2 or to reduce the amount
of protrusion in plan view from the upper surface side of the
substrate.

(Effectiveness)

In the second embodiment, in the process illustrated in
FIG. 7 described above, the amount of the thermosetting
resin composition 70a to be arranged is increased so that the
thermosetting resin composition 70a protrudes onto the light
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receiving surface la; therefore, as illustrated in FIG. 6, the
wiring member 2 and the solar cell element 1 can be further
firmly bonded together by the thermosetting resin 70 being
fixed also to the side surfaces of the wiring member 2.
Accordingly, it is possible to suppress not only separation of
the collecting electrode 4 but also separation of the wiring
member 2; therefore, the bonding reliability can be further
improved.

Third Embodiment
Configuration of Solar Cell Module

FIG. 8 is a cross-sectional view illustrating the bonding
structure of a solar cell string 30, which includes the solar
cell elements 1 and the wiring members 2, in a solar cell
module 300 in a third embodiment for embodying the
present invention. Moreover, in a similar manner to FIG.
4-1, FIG. 8 is a cross-sectional view between a connecting
portion, in which collecting electrodes 40 intersect with the
thin wire electrode, and an adjacent connecting portion. In
FIG. 8 also, on the light receiving surface 1a of the solar cell
element 1, the collecting electrodes 40 are arranged so as to
extend in a direction (first direction) that is vertical to the
paper surface and is parallel to the light receiving surface 1a.

In the first embodiment described above, as illustrated in
FIG. 4-1, a case is illustrated where one collecting electrode
4 is arranged on the light receiving surface 1a; however, in
the third embodiment, as illustrated in FIG. 8, the collecting
electrode 4 is divided such that two collecting electrodes 40
with a width smaller than that of the wiring member 2 are
provided under the wiring member 2. The wiring member 2
is bonded to the two collecting electrodes 40 with solder and
a thermosetting resin 71 reinforces the collecting electrodes
40 such that the gap between the two collecting electrodes
40 is filled, thereby fixing to the wiring member 2. Con-
figurations other than those described above are substan-
tially the same as the configurations in the first embodiment
described above; therefore, the same or corresponding com-
ponents are denoted by the same reference numerals and an
explanation thereof is not repeated.

(Effectiveness)

In the present embodiment, when the wiring member 2 is
pressed against the collecting electrodes 40 on which a
thermosetting resin composition 71a (not illustrated) is
arranged, it is possible to reduce the amount of the thermo-
setting resin composition 71a flowing onto the light receiv-
ing surface 1a of the solar cell element 1 by the two arranged
collecting electrodes 40. Therefore, it is possible to reduce
the effect of reducing the light receiving area due to the
outflow of the thermosetting resin composition 71a,
whereby further efficient characteristics can be obtained.

Moreover, because the collecting electrode 4 is divided, it
is possible to further reduce the usage of a conductive paste
necessary for forming the collecting electrodes 40 and
therefore the cost can be reduced. In the present embodi-
ment, an example where the two collecting electrodes 40 are
provided is illustrated; however, a similar effect can be
obtained even when the number of the collecting electrodes
40 is three or more.

Fourth Embodiment
Configuration of Solar Cell Module

FIG. 9-1 and FIG. 9-2 are plan views for explaining the
structure of a solar cell string 31, which includes the solar
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cell elements 1 and the wiring members 2, in a solar cell
module 400 in a fourth embodiment for embodying the
present invention. FIG. 10 is a cross-sectional view illus-
trating the bonding structure of the solar cell element 1 and
the wiring member 2 of the solar cell module 400 in the
present embodiment. Moreover, FIG. 10 is a cross-sectional
view of the solar cell element 1 taken along line C-C for
explaining the structure of the solar cell string 31 illustrated
in FIG. 9-1.

In the first embodiment described above, as illustrated in
FIG. 1 to FIG. 3, a case is illustrated where each of the
collecting electrodes 4 extends continuously on the light
receiving surface 1a. In contrast, in the fourth embodiment,
as illustrated in FIG. 9-1, on the light receiving surface 1a
of the solar cell element 1, although collecting electrodes 41
are arranged so as to extend in a direction (first direction)
that is vertical to the paper surface and is parallel to the light
receiving surface 1a in a similar manner, part of each of the
collecting electrodes 41 is removed, which is different from
the first embodiment.

In other words, each of the collecting electrodes 41 is
divided so as to be arranged in an island-like manner. In FIG.
9-1, in order to clearly illustrate the characteristics of the
collecting electrodes 41, the wiring members 2 are omitted.
Configurations other than those described above are sub-
stantially the same as the configurations in the first embodi-
ment described above; therefore, the same or corresponding
components are denoted by the same reference numerals and
an explanation thereof is not repeated.

In FIG. 9-1, each removed portion 8 of the collecting
electrode 41 is arranged between adjacent connecting por-
tions avoiding the connecting portions in which the thin wire
electrodes 3 intersect with the collecting electrodes 41. FIG.
10 illustrates a cross section of a portion in which the
collecting electrode 41 is not present, i.e., a cross section at
a position of the removed portion 8. In this embodiment, it
is found that a thermosetting resin 72 fills the position of the
removed portion 8 in which the collecting electrode 41 is not
present and fixes the wiring member 2 and the surface of the
solar cell element 1. Moreover, the cross-sectional view of
a portion which is between adjacent connecting portions
with thin wire electrodes 3 and in which the collecting
electrode 41 is arranged is similar to FIG. 4-1 and the
cross-sectional view of a connecting portion in which the
collecting electrode 41 intersects with the thin wire electrode
3 is similar to FIG. 4-2.

Furthermore, as illustrated in FIG. 9-1, in the end portion
of the light receiving surface 1a, the collecting electrode 41
is arranged such that the removed portion 8 is not included
and the length of the electrode is larger than that in the
region other than the end portion (for example, the central
portion of the light receiving surface 1a). In other words, the
length of each of the collecting electrodes 41, which is
divided into island-like forms, in the extending direction
(first direction) is larger in the end portion of the light
receiving surface 1a than in the region other than the end
portion.

FIG. 9-2 illustrates a modified example of the fourth
embodiment. In FIG. 9-1, the collecting electrode 41 of the
solar cell element 1 is such that the removed portions 8 are
arranged between respective adjacent connecting portions;
however, in FIG. 9-2, a collecting electrode 42 of the solar
cell element 1 is such that the removed portion 8 is arranged
between every two successive connecting portions. More-
over, the cross section taken along line D-D in FIG. 9-2 is
also a cross section of a portion in which the collecting
electrode 42 is not present, i.e., a cross section at a position
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of the removed portion 8, and is similar to the cross section
illustrated in FIG. 10. Furthermore, the collecting electrode
42 is also arranged such that the length of the electrode in the
end portion of the light receiving surface 1a is larger than
that in the region other than the end portion (for example, the
central portion of the light receiving surface 1a).

In order to form the removed portions 8, the removed
portions 8 may be, as their name suggests, removed after the
collecting electrodes are linearly printed. However, printing
information on the removed portions 8 may be included in
the printing pattern from the beginning and the removed
portions 8 may be formed by printing electrodes divided into
island-like forms at one time.

(Effectiveness)

In the present embodiment, part of the collecting elec-
trode 41 is removed, i.e., the collecting electrode 41 is
divided so as to be arranged in an island-like manner;
therefore, the usage of silver (Ag) can be reduced and thus
the cost can be reduced. Moreover, in the modified example
of the fourth embodiment, because the collecting electrode
42 is arranged between two successive connecting portions,
it becomes easy to bring a probe into contact with the
collecting electrode 42 when the electrical characteristic test
is performed on the solar cell elements 1.

Moreover, in the end portion of the light receiving surface
1a, the collecting electrode 41 and the collecting electrode
42 each have an electrode portion larger than that in the
region other than the end portion; therefore, it is possible to
suppress separation of the wiring members 2 from the end
portion due to the difference in thermal expansion with
respect to the solar cell element 1. This is particularly
effective when the adhesion between the wiring members 2
and the surface of the solar cell element 1 in a portion in
which the collecting electrode is present is larger than the
adhesion due to the thermosetting resin 72 embedded in the
removed portions 8.

Furthermore, the present invention is not limited to the
above embodiments and can be variously modified at the
execution stage without departing from the scope thereof.
Moreover, the above embodiments include inventions in
various stages and various inventions can be extracted by
appropriately combining a plurality of disclosed compo-
nents. For example, even if several components are omitted
from all the components illustrated in the above embodi-
ments, a configuration in which the several components are
omitted can be extracted as an invention as long as the
problems described in the section of Technical Problem can
be solved and the effects described in the section of Advan-
tageous Effects of Invention can be obtained. Furthermore,
the components in different embodiments may be appropri-
ately combined.

INDUSTRIAL APPLICABILITY

The present invention is effectively used for a solar cell
module in which a plurality of solar cell elements are
connected by using a wiring member and a manufacturing
method thereof.

REFERENCE SIGNS LIST

1 solar cell element, 1a light receiving surface, 15 back
surface, 2 wiring member, 3 thin wire electrode (grid
electrode), 4, 40, 41, 42 collecting electrode (bus
electrode), 5 back surface electrode, 6 solder (bonding
portion), 7, 70, 71, 72 thermosetting resin, 7a, 70a, 71a
thermosetting resin composition, 8 collecting electrode
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removed portion, 10, 20, 30, 31 solar cell string, 11
light-receiving-surface protective member, 12 back-
surface protective member, 13 sealing member, 100,
200, 300, 400 solar cell module.

The invention claimed is:

1. A solar cell module comprising:

a wiring member that electrically connects a plurality of

solar cell elements to each other;

a collecting electrode, which is provided on a light

receiving surface of the solar cell element, extends in a
first direction parallel to the wiring member, and has a
width smaller than that of the wiring member in a cross
section vertical to the first direction;

aregion of solder that is formed by bonding the collecting

electrode and the wiring member together by melting
solder; and

a thermosetting resin that covers a side surface of the

region of solder,

wherein a cross-sectional shape of the region of solder
vertical to the first direction has a shape that gradu-
ally narrows toward the collecting electrode from a
lower surface of the wiring member, and the solder
spreads to a side surface of the collecting electrode,
and

wherein portions of the wiring member not facing the
collecting electrode are covered with the thermoset-
ting resin.

2. The solar cell module according to claim 1, wherein the
collecting electrode is arranged in a state of being divided
into a plurality of portions.

3. The solar cell module according to claim 1, further
comprising a plurality of thin wire electrodes each of which
extends in a second direction vertical to the first direction on
the light receiving surface and is connected to the collecting
electrode at a position at which each of the plurality of thin
wire electrodes intersects with the collecting electrode,
wherein

the collecting electrode is divided between a plurality of

connecting portions in which the collecting electrode is
connected to each of the plurality of thin wire elec-
trodes.

4. A manufacturing method of a solar cell module in
which a plurality of solar cell elements are electrically
connected to each other by a wiring member, comprising:

a first step of arranging a thermosetting resin composition

on a collecting electrode, which is formed on a light
receiving surface of the solar cell element so as to
extend in a first direction parallel to the light receiving
surface;
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a second step of, while heating at a softening temperature
of the thermosetting resin composition, bringing the
collecting electrode and the wiring member into contact
with each other by pressing the wiring member, which
is covered with solder and has a width larger than that
of the collecting electrode in a cross section vertical to
the first direction, toward the collecting electrode from
above the thermosetting resin composition arranged in
the first step, and moving the thermosetting resin com-
position to a lateral side of the collecting electrode; and

a third step of, while heating the collecting electrode and
the wiring member that are brought into contact with
each other in the second step and the thermosetting
resin composition that is moved in the second step to a
temperature that is equal to or higher than a curing start
temperature of the thermosetting resin composition and
is equal to or higher than a melting point of the solder,
forming a region of solder by bonding the collecting
electrode and the wiring member with molten solder
such that a cross-sectional shape of the region of solder
has a shape that gradually narrows toward the collect-
ing electrode from a lower surface of the wiring mem-
ber, and forming a thermosetting resin on a side surface
of the region of solder bonding portion by causing a
thermosetting resin composition that is exuded to a side
surface of the region of solder to cure,
wherein portions of the wiring member not facing the

collecting electrode are covered with the thermoset-
ting resin.

5. The manufacturing method of a solar cell module
according to claim 4, wherein

the first step includes arranging the thermosetting resin
composition to protrude onto the light receiving sur-
face, and

the second step includes moving a softened thermosetting
resin composition to cover part of a side surface of the
wiring member.

6. The manufacturing method of a solar cell module
according to claim 4, further comprising, after the third step,
a fourth step of advancing cure by heating at a temperature
equal to or higher than a curing start temperature of the
thermosetting resin composition.

7. The manufacturing method of a solar cell module
according to claim 4, wherein a lamp is used for a method
of melting and heating solder in the third step.

8. The solar cell module according to claim 1, wherein a
lateral side surface of the wiring member is covered with the
thermosetting resin.



